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Your one stop solution for
managing all the electrical
systems on your 
locomotive. 
It can integrate 
with nearly every 
model in service.
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Key Benefits
Designed for Battery, Hybrid,
Hydrogen, or Diesel Power
Next generation microprocessor
technology eliminates old and bulky
modules
Integrated AESS capabilities
Customizable to meet your needs
No subscription fees
Supports CAN bus, USB, Serial,
Ethernet, and more.
Most I/O available on the market
Integrated Event Recorder with Crash
Hardened Memory (CHM) available
Up to 8 expansion bays offer the
highest capability on the market

Remote Data Telemetry (Optional)
4G/5G cellular data or Iridium satellite
operation
Data trending & visualization
Alarm callouts via SMS, email
Mobile app connectivity supporting iOS,
Android
Secure web portal access and data retention
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Improve all-weather adhesion by up
to 30%*
Reduce extra control relays and
wiring by up to 75%* improving
reliability
Integration with Integral AC or DC
propulsion power electronic systems
Integration with key systems such as
EAB (Electronic Air Brake), HOTD
(Head of Train Device), LDU
(Locomotive Display Unit), ECP
(Electronically Controlled Pneumatic
Brake), LDARS (Locomotive Data
Acquisition and Recording System)
and DP (Distributed Power.)

* Compared with EMD ® dash 2 or pre dash 2 configurations

Specifications
Card support: 6 or 8 LCC control card slots per
enclosure
Cooling: liquid or integrated forced air
Operating ambient temperature: -40℃ to 70℃
Dimensions: 15.3” (W) x 12.0” (H) x 11.5” (D)
Shock and vibration: MIL-STD-810G
Weight fully loaded: ~50lbs
Isolated EN50155 rated internal power supply


